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THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FIGURE 11B-1A



59" MIN. AT

ELOOR-MOUNTED W.C.
WHEN DOOR SWINGS IN

56" MIN. AT

WALL-MOUNTED W.C.

WHEN DOOR SWINGS IN

54" MIN,
, 60" MIN.
I
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% 24"\
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THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
BUILDING DESIGN AND CONSTRUCTION®

FIGURE 11B-1B—MULTIPLE-ACCOMMODATION TOILET FACILITY
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MIN
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36" MIN.

CLEAR
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36'

GRAB BAR

o2

32" MIN/

N

48" MIN.
CLEAR PATH

" MIN.

CENTERLINE
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FIXTURE

18"

42" MIN.
GRAB BAR

48" MIN.
CLEAR PATH
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—

FRONT TRANSFER STYLE TOILET
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TO / \
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32" MIN.

32" MIN.
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WATER
CLOSET

CLEAR TO

LEAR

|
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1-1 /2"
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SIDE TRANSFER STYLE TOINCT
ROOM PLAN

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FLUSH
ACTIVATION
ON WIDE
SIDE

DELETE

FIGURE 11B-1C—EQUVALENT FACIHITAHONFOR EXISHNG BUILDINGS-ONLY-
TYPICAL GRAB BAR SECTION




!
; 4 pd
1
KNEE CLEARANCE TOE CLEARANCE*
8" MIN. 6" MAX.
17" MIN.  * Note: If a minimum 9 inches

SIDE ELEVATION

height of toe clearance is
provided, a maximum of 6 inches
of the 48 inches of clear floor

17" MIN
/_:_
CLEAR
FLOOR S
SPACE
~
19" MAX.
N
48" MIN.
PLAN VIEW

space required at the fixture may
extend into the toe space.

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS OF
THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID FOR
BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-1D—KNEE CLEARANCE

18" MIN.

TO CENTERLINE



30" min.

iR inside face

of finish

| 60" min.
{irr. inside face of finish

& Centerlide of controls, 24"

Folding-ABA Seat

k 1/2 " Max.

Beveled
Threshold

ROLL-IN SHOWER—A

SINGLE LEVER
— MIXING VALVE
CONTROL

48" Max.

AN
40" 46"Max.

33" 36"
lus or minus 1"

ELEVA¥ION AT SHOWER
ICALFOR A-C

60" min.

Min. inside face of finish

—
& Centerline of controls, "
or Hand Held Sprayer | 24

M

36" min.

i inside face

of finish

36" min.

A= opening

PLAN

ROLL-IN SHOWER—C
36" x 60" WITH ENCLOSURE

23" Max.
N i
©
=
i
= =
-~ /_) 1 =
o
[5p)
1 1/2" Max.
& J
16" Max.

FOLDING SHOWER SBAT

FIGURE 11B-2A—ROLL-IN SHOWER

Optional
Enclosure

DELETE



CENTERLINE OF
HAND-HELD SPRAYER
MOUNTING BRACKET

SIDE WALL

60" MIN

FACE OF FINISH
¢ ax
BACK/CONTROL WALL |
|
c *’/ D
FOLDING
SEAT

SIDE / SEAT WALL

30" MIN
FACE OF FINISH

L FLUSH

THRESHOLD

60" MIN

(a) 60" MINIMUM X 30" MINIMUM ROLL-IN SHOWER

¢ 27" MAX

27" MAX

19" MIN

|_— CONTROL AREA

FOLDING /

SEAT

40"
TO TOP OF MOUNTING BRACKET

BACK / CONTROL WALL

FIGURE 11B-2A - SHOWER STALLS

(b) ELEVATION - 60" MINIMUM X 30" MINIMUM ROLL-IN SHOWER

NEW



Standard Fixed

Ve Showerhead

Handheld
Showerhead
with Diverter

| — Grab
Q\)jj

| o
3
£

SEYRS = Foldi

§ i 5 / olding Seat

CEE
2

Existing 42" x 48" California showers will
be considered accessible provided that
the controls and hand held shower hose
acket is relocated to the rear wall
witRin 24" max.of the folding seat.

The Rand held showerhead must have
a diveNer from the fixed showerhead

on the onposite wall.

located on oppodjte wall

48" Min. inside

-/ L H—— Seat Extension
for Shower Stalls
over 36" Deep

A ]

k 1/2" Max Beveled Threshold

ROLL-IN SHOWER—B
42" x 48" CALIFORNIA SIZE

DELETE

FIGURE 11B-2B—ROLL-IN SHOWER



CENTERLINE OF
HAND-HELD SPRAYER
MOUNTING BRACKET—\

FACE OF FINISH

SIDE / CONTROL WALL J

BACK WALL
3
FLUSH s
\ THRESHOLD | |
FOLDING *
SEAT
|
FRONT / SEAT -
WALL
24" MIN 36" MIN
OPENING
60" MIN

FACE OF FINISH

(a) 60" MININUM X 36" ALTERNATE ROLL-IN SHOWER

27" MAX
19" MIN

/— CONTROL AREA

18"

N
\ — FOLDING

I — o

40"

33"TO 36"
48" MAX
TO TOP OF MOUNTING BRACKET

SIDE / CONTROL WALL

(b) ELEVATION - 60" MINIMUM X 36" ALTERNATE ROLL-IN SHOWER

FIGURE 11B-2B - SHOWER STALLS (CONT)




24" Max.
Adese
SEAT \
36" Min. GRAB BAR

24" Min. £ength GRABEZAR

DESIGN OPTION
STANDARD HEAD FLEXIBLE SHOWER SPRAY
HOSE - 60" LONG

SINGLE LEVER MIXING VALVE
ONTROL

TOP OF HOSENVIOUNTING BRACKET

"~ ~ ADDED DIMENSION LINE

//

48" Max.

33" 36"
lus or minus 1"

-SECTION- ELEVATION

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN
AID FOR BUILDING DESIGN AND CONSTRUCTION

DELETE

FIGURE 11B-2C—OPEN SHOWER



CENTERLINE OF
HAND-HELD SPRAYER
MOUNTING BRACKET

60" MIN

FACE OF FINISH

Q, 27" MAX

SIDE WALL

BACK/CONTROL WALL |
|

>

FOLDING

SEAT

SIDE / SEAT WALL

36" MIN
FACE OF FINISH

36" MIN
OPENING OR DOOR

L FLUSH

THRESHOLD

OPTIONAL

ENCLOSURE T

WITH OPTIONAL ENCLOSURE

v 27" MAX

27" MAX

19" MIN

(a) 60" MINIMUM X 36" MINIMUM ALTERNATE ROLL-IN SHOWER

| — CONTROL AREA

TO TOP OF MOUNTING BRACKET

- 2
/ ] <
FOLDING / 3 o ®
SEAT ——— = ol ¥

'_

%

3.2 (a0}

BACK / CONTROL WALL

WITH OPTIONAL ENCLOSURE

FIGURE 11B-2C - SHOWERS STALLS (CONT)

(b) ELEVATION - 60" MINIMUM X 36" MINIMUM ALTERNATE ROLL-IN SHOWER




1.05 M (42 IN. ) GRAB BAR

N

- =4

FLOOR DRAIN

®
\
gg‘loNl'N. \\\ . FOLDAB,
‘ Y \\ SEAT
N N\
b N

- 060M 090M ]
24 1N. | 36 IN. MIN.

1.50 M
60 IN. MIN.

THIS DIAGRAM ILLUSTRATES THE SPECIFI§ REQUIREMENTS OF
THESE REGULATIONS AND IS INTENDED ONNY AS AN AID FOR
BUILDING DESIGN AND CONSTRUCTION.

DELETE

FIGURE 11B-2D—ALTERNATIVE ROLL-IN
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4 o N
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=3 b =
3 - - E
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1-1/2" MAX g‘
L
- )
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FOLDING SEAT

FIGURE 11B-2D - SHOWER SEAT



MAX.

6"

18" 191, "
\ 1

% * 36" MIN. IF ALCOVE
= DEPTH IS >24"
= %
= |-
a )ALCOVE INSTALLATION
S

* 36" MIN. IF WING WALL
DEPTH IS >24"

(b) NONALCOVE WING WALL INSTALLATION

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FIGURE 11B-3A—WATER DRINKING FOUNTAINS



18" 70 19"

8" MIN. - KNEE CLEARANCE

—_

6" MAX. - TOE CLEARANCE

* EQUIPMENT PERMITTED IN SHADED AREA

SPOUT HEIGHT AND KNEE CLEARANCE
AT DRINKING FOUNTAINS

1
| | 17" MIN. DEPTH
1 1

48" MIN.

** AT ALCOVES DEEPER THAN 24"
ADDITIONAL 6" MANEUVERING
CLEARANCE IS REQUIRED.
SEE CBC 1118B.4, ITEM 2.

CLEAR FLOOR SPACE
AT DRINKING FOUNTAIN ALCOVES

FIGURE 11B-3B - DRINKING FOUNTAINS

18"MIN. |



NOTE: IF Y IS LESS THAN 30
INCHES, THEN X SHALL BE
GREATER THAN 27 INCHES.

ELEVATION

r | T
| +—
o | 30" X 48" |
< | MINIMUM
: CLEAR AREA |
s | |
e T T T T T T
S|4
(@]
1 i
ELEVATION PLAN
(a) SIDE REACH ARRANGEMENT
[r— -
, 0 R
2 S 30" X 48" | L‘
= | MmiNMUM |
3 v | CLEAR AREA
k|3 | |
o B A T
T I | 30" |
ELEVATION PLAN
(b)) FULL HEIGHT ENCLOSURE
—+
| Lo
3 1 N
- |
ol T y | 30" X 48" |
|‘—’| OPTIONAL MINIMUM |
x POST | CLEARAREA
BASE | |
E ; —_——— — —

NOTE: IF Z IS GREATER THAN 12
INCHES, THEN Y SHALL BE GREATER
THAN 30 INCHES.

PLAN

(¢ ) FORWARD REACH ARRANGEMENT

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

19" MAX.
OVERHANG
PERMITTED

19" MAX.
OVERHANG
PERMITTED

NOTE: IF Z IS GREATER THAN 12
THAN 30 INCHES.

FIGURE 11B-4—MOUNTING HEIGHTS AND CLEARANCES FOR TELEPHONES



ANY WIDTH
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]
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N 48" MIN
J—L } }
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2 - [ - e
= | —~}— OPTIONAL | | | |
|2 | | PosT&
(@]
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24 - . - b
1

ELEVATION PLAN

FORWARD REACH REQUIRED

* HEIGHT TO HIGHEST OPERABLE
PARTS WHICH ARE ESSENTIAL TO
BASIC OPERATION OF TELEPHONE.

FIGURE 11B-4 - MOUNTING HEIGHTS AND CLEARANCES FOR TELEPHONES



30"

<
- (7]
< bxlo
o W — — .
= o
< ] L o
N
30"
(a) CLEAR FLOOR SPACE IN ALCOVES
" T
ol <
NS »
5
JE— (32]
6" 48" q2v
NOTE: IF X > 24 INCHES, THEN AN NOTE: IF X > 15 INCHES, THEN AN
ADDITIONAL MANEUVERING CLEARANCE OF ADDITIONAL MANEUVERING CLEARANCE OF
6 INCHES SHALL BE PROVIDED AS SHOWN. 12 INCHES SHALL BE PROVIDED AS SHOWN.

(b ) ADDITIONAL MANEUVERING CLEARANCE FOR ALCOVES

(c)CLEAR FLOOR SPACE

(d) FORWARD APPROACH

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FIGURE 11B-5A—MINIMUM CLEAR FLOOR SPACE FOR WHEELCHAIRS



10" MAX. | 30"

N ﬂ
: 7
X 5 o R l .
<t q
= )
F3 /}]‘ (ql
n n =_; N fam A“
o v ] e[l
ImaX
(a) CLEAR FLOOR SPACE PARALLEL APPROACH (b) HIGH AND LOW SIDE REACH LIMITS

30" 24" MAX.

/p

46" MAX.

(c¢) MAXIMUM SIDE REACH OVER OBSTRUCTION

(d) SHELVES (e) CLOSETS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FIGURE 11B-5D—SIDE REACH



36" MIN.

36" MIN.

48" OR GREATER

36" MIN.

(a)90° TURN

48" MIN.

42" MIN. |
i

(b) TURNS AROUND AN OBSTRUCTION

I

174" MAX

™

Z

(c) CHANGE IN LEVEL

2

o

174" TO 1/2"

f Z

(d ) CHANGE IN LEVEL

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION

FIGURE 11B-5E—WIDTH OF ACCESSIBLE ROUTE



ANY
LoBBY B RS — | AMOUNT

80" MIN.

o
o

1

)
l |
P z|5E
| ux= Ik
\‘ = =58
—
\
s DELETED LINE

WALKING PARALLEL TO A WALL

ADDED SHADING - - - - -

27" MAX.

CANE RANGE

WALKING PERPENDICULAR TO WALL

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-7A—PROTRUDING OBJECTS



POST OR PYLON \

THIS OVERHANG CAN BE
GREATER THAN 12" BECAUSE ——= /
NO ONE CAN APPROACH THE

OBJECT FROM THIS DIRECTION.

POST OR PYLON ———

CANE HITS POST OR PYLON
BEFORE PERSON HITS OBJECT

WHEN GREATER
THAN 27"
~

ELEVATION

FIGURE 11B-7B - OBJECTS MOUNTED ON POSTS OR PYLONS



GREATER THAN 12"

GREATER THAN 12"

ELEVATION

FREE-STANDING OVERHANGING OBJECTS

PROTECT SHADED AREA
FROM CROSS-TRAFFIC

Y \'.‘.‘ T L

CANE DETECTION AREA A

OVERHEAD HAZARDS

FIGURE 11B-7C - OVERHANGING AND OVERHEAD HAZARDS




32" MIN. CLR WIDTH
POINT PASSAGE

WING WALLS
DOWN TO FLOOR

ADDITIONAL PROTECTION
NOT REQUIRED BETWEEN
WING WALLS

ANY DIMENSION

PROTRUDING OBJECTS
HANGING ON WALL

WITH LEADING EDGES
ABOVE 27" ® CORRIDOR OR OTHER

CIRCULATION SPACE

WING WALLS
DOWN TO FLOOR

36" MIN CLR

CONTINUOUS
PASSAGE

EXAMPLE OF PROTECTION AROUND WALL-MOUNTED OBJECTS
AND MEASUREMENTS OF CLEAR WIDTHS

FIGURE 11B-7D - PROTECTION AROUND WALL-MOUNTED OBJECTS



LONG DIMENSION
PERPENDICULAR TO
PEDESTRIAN ROUTE

PLAN

<< PREDOMINANT DIRECTION OF >

PEDESTRIAN ROUTE

1/2" MAX. OPENING

‘ i

SECTION A- A THROUGH GRATE

(a) GRATE ORIENTATION TO PATH OF TRAVEL

1 /2n
MAX.

(b) CARPET PILE THICKNESS

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-7B-7E



12" MAX.

—24" N
- (42" _MIN—PREFERRED)—

40" MIN.

REINFORCED AREAS FOR INSTALLATION
OF GRAB BARS

(a) WATER CLOSET IN ADAPTABLE BATHROOMS

6" 12" MAX. 12" _MAX, 6"

1, 48" MIN. { 24" MIN.l
I ! ————-
| | I |

|
L

NOTE : THE AREA OUTLINED IN DASHEJ LINES REPRESENT LOCATIONS FOR FUTURE
INSTALLATION OF GRAB BARYFOR TYR FIXTURE CONFIGURATIONS

(b) LOCATION OR GRAB BAR RZINFORCEMENTS PQR ADAPTABLE BATHTUBS

| 6 MmN,
MIN

MAX.
MAX
32" MAX. | |6" MIN.

32"

N
32"
/

SIDE BACK SIRE

NOTE : THE AREA OUTLINED IN DASHED LINES REPRESENT
LOCATION OF FUTURE INSTALLATION OF GRAB BARS

C) LOCATION OR GRAB BAR REINFORCEMENTS FOR ADAPTABLE SHOWERS
(c) DELETE

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-9A



24"
MIN. 24"
12" MIN 24" 12"
MAX. MAX. MIN.
g
io)
\\1—\-:-,@ i P = & | sear
| | fe: o =5 - - -
—EI_ — _I ?:‘, «” I=°‘| Ay 2 i
" #
eSS
FOOT BACK HEAD
(a) WITH SEAT IN TUB
24"

MIN 48" MIN,
12" 15"
IMAX MAX.

or -DELETED
+| GRABBAR
COANRTEF,{AOL \
C—————
N> ¢ o
| ajl = | (——) -
L 7| 7 |5
" %
I ESESSSSsSsSsSsSsSsS
- - - ADDED

(b) WITH SEAT AT HEAD OF TUB

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 44B~9B 11B-9—GRAB BARS AT BATHTUBS



| 30"MIN. | 42" MIN.

/

*. - - - DELETED LINE

48" MIN.

‘ ACCESSIBLE PATH OF TRAVEL '

,~ — - EXTENDED WALL ,~=------------DELETED LINE

30" MIN.

30" MIN.

48" MIN.

19"

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID

FOR BUILDING DESIGN AND CONSTRUCTION.

MIN.

FIGURE 11B-13—MINIMUM CLEARANCES FOR SEATING AND TABLE




36" MIN.
CLEAR PASSAGE

34" MAX.

FIGURE 11B-16—FOOD SERVICE LINES

-~~~ MOVED DIMENSION
/ LINE TO TOP OF
) DISPENSER

46" MAX.
54" MAX. WITH NO

OBSTRUCTION TO
REACH OVER

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-17—TABLEWARE AREAS



FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,

12" MIN. BORDER SEE SECTION 1127B.5, ITEM$-7
GROOVES AT 3/4" O.C. -

REFER TO GROOVING
DETAIL AND SEC. 1127B.546
ITEM 6

4" DRAIN

CURB AND GUTTER ———> >

SIDEWALK

RAMP

8.33% MAX.
-~

SECTION A-A

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-19A—CURB DETAILS



FOR DETECTABLE WARNING

REQUIREMENTS AT CURB RAMPS, /_
4" DRAIN

SEE SECTION 1127B.5, ITEM8-7
v
— /__’
—_— _\

=

AN

12" MIN. BORDER
CURB AND GUTTER GROOVES AT 3/4" O.C.
SIDEWALK REFER TO GROOVING
CASE AND SEC. 1127B.5.46- [TEM 6

SEE FIGURE 11B-19A

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-19B—CURB DETAIL



<8 FOR DETECTABLE WARNING
MIN. REQUIREMENTS AT CURB RAMPS,
SEE SECTION 1127B.5, ITEM8- 7
2| X
120 S22 Lz
l lﬁ B
SEE GROOVING
~— DETAILL
SIDE WALK T S| FIGURE 11B-20D
o | <
/ <|s
10% MAX.

SoEwmC |

48" MIN.

8.33% MAX.

2% MAX.

SECTION B-B

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS

OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-19C—CURB DETAIL



FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,
SEE SECTION 1127B.5, ITEM-8- 7

N

SEE SEC. 1127B.549 [TEM6

X
| Z z
Y s 1)
o)
4
(@]
XFULL CURB
HEIGHT
A 10% MAX.
AT CURB
CROSSWALK
CASE A
— RETAINING CURB IF
forB NECESSARY AT BACK
DELETED _ _ _ OF SIDEWALK
ARROW \
\
A}
T
\
1
> X z
< < s SEE SEC. 1127B.5.46- ITEM 6
2 x| 2
Q ) FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,
SEE SECTION 1127B.5, ITEM-8-7_

MAX

10%
MAX.

S| FRONT
i EDGE OF
SIDEWALK

AorB

48" MIN.

CASE B

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-20A—CURB DETAIL—CASES A AND B



FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,
SEE SECTION 1127B.5, ITEM-8- 7

48"

MIN.

®

RETAINING CURB
IF NECESSARY AT
EDGE OF SIDEWALK

zA 0, .
% 8.33% - é
E e MAX. S
% © <—— SEE SEC. 1127B.5.46
4
@
CASEC

FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,
SEE SECTION 1127B.5, ITEM-8- 7

48"
—~—— |
MIN.

48"

|

SIDEWALK LESS THAN 60" WIDE

SEE SEC. 1127B.5.46 ITEM 6

2%
MAX.

FRONT
EDGE OF
SIDEWALK

10%
MAX.

CASE D

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-20B—CURB DETAIL—CASES C AND D

ITEM 6



FOR DETECTABLE WARNING CROSSWALK | |
REQUIREMENTS AT CURB RAMPS, | |
SEE SECTION 1127B.5, ITEM8- 7.

— 12" MIN. BORDER
GROOVES AT 3/4" O.C.

BOMES—MAY—BE-SIWTTED-
WHENRAMP-SEOPE—EXCEEDS

SEE SEC. 1127B.5.46- '
ITEM 6

&
® /(A
S 10% MAX. SIDES
z Qy AT CURB
s W
: 3
o
<
s
k®\$
2% MAX.
—]
48" MIN. 0" or
GREATER
CASE E
FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS, -
SEE SECTION 1127B.5, ITEM6- 7 or
_ ‘ L SEE SEC 1127B.5.46 ITEM 6
z Qs FRONT
= EDGE OF
N == | SIDEWALK
Q %——_\\
/WMIN. |
P
2|2
(32
PLANTING AREA 109 e
MAX.

CASE F

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-20C—CURB DETAIL—CASES E AND F



FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,
AorB SEE SECTION 1127B.5, ITEM-8- 7

e O\olx' SEE SEC. 1127B.5.48 ITEM 6
- | g2 ITEM®
ol Z s /
?| s
FRONT EDGE OF
/ SIDEWALK
48" min.
DELETED _ _ _ _ _ _ _
ARROW SO e 2% PLANTING AREA
ol s 10%
SBE-StOPE © -~
MAX
AorB
CASE G
_ DELETED APPROX. 3/4" EXCEPT~
' " ARROW ——ti2t
E— SLOPING—PORTION-OF-
: RAMP-
1

1/4"

GROOVING DETAIL

CASEH

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-20D—CURB DETAIL—CASES G AND H



MEASUREMENT OF CURB RAMP SLOPES

SLOPE = Y: X

| \I Y WHERE X ISA
LEVEL PLANE

48" MIN.
TOP OF RAMP
8 33% MAX.
//'_1 ____________________
< —
2% MAX.
SECTION A-A

TOP OF RAMP

8" MIN.

E_I/ 250 MAX.
B

8.33% MAX.

RETAINING
CURB IF

NECESSARY

SECTION B-B

DEPRESS ENTIRE SIDEWALK AS REQUIRED

RETAINING
CURB IF
NECESSARY
2% MAX.
/2
SECTION C-C

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID

FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-20E—CURB SECTIONS



PLANTING OR OTHER
NONWALKING SURFACE

FOR DETECTABLE WARNING
REQUIREMENTS AT CURB RAMPS,
SEE SECTION 1127B.5, ITEM-8- 7

(a)

1:20 MAX.

BEVEEED—HP
A

1:12 MAX.

(b)

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-21—RETURNED CURB STYLE



©

©

©

1.67" yd

© © ©
© © ©

©
Q ©

2.35"
APART

©

@
© OO0 ©

4O 00 ©

2.35" 45"
APART AT TOP
o9
AT BASE
TYPICAL PLAN
2" HT.

_fi *\ - TAPERED

EDGES WHERE
EXPOSED

TYPICAL SECTION A-A

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-23A—TRUNCATED DOMES



24" MIN. : CLEAR AT EXTERIOR DOORS
——
I

I
18"MIN. | CLEAR AT INTERIOR DOORS

60" MIN.

PROVIDE THIS
ADDITIONAL SPACE

IF DOOR IS EQUIPPED
WITH BOTH A LATCH
AND A CLOSER

48" MIN.

36" MIN.
I 1 1
! PULL SIDE :
| |
! 1
| |
=
=
=
|
I
I
I
i
I
I
I I
I I
I I
I I
I I
I I .
1 1 =
I I =
I I -
1 I <
I I <
X ! R 3
! PUSH SIDE !
NOTE: . .
48" MINIMUM IF DOOR
HAS BOTH A LATCH :
AND A CLOSER 54" MIN.

(b ) HINGE APPROACH

* NOTE: ALL DOORS IN ALCOVES SHALL COMPLY WITH THE CLEARANCES FOR FRONT APPROACHES.

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-26A—LEVEL MANEUVERING CLEARANCE AT DOORS (Continued)



1
I
i PULL SIDE
I
I
I
=
=
3
) I
I
] ]
] ]
] ]
I I
= i ‘ |
= | |
= I I
< ] ]
X | PUSH SIDE !
; :
X 24" MIN.
NOTE:
48" MINIMUM IF DOOR
HAS A CLOSER

(c) LATCH APPROACH

* NOTE: ALL DOORS IN ALCOVES SHALL COMPLY WITH THE CLEARANCES FOR FRONT APPROACHES.

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS OF
THESE REGULATIONS AND IS INTENDED ONLY AS AN AID FOR
BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-26B—LEVEL MANEUVERING CLEARANCE AT DOORS



FACE OF
CURB

STREET

12" MIN.

HANDRAIL

& CURB

‘ 34" 10 38" |
|

me

(a) SIDEWALK OBSTRUCTIONS

(b) GUIDE RAIL

34" TO 38"

48" MIN.

SIDEWALK
| 36" MIN.

‘ CLEAR

48" MIN.
JJ SIDEWALK FACE OF
A 36"MIN. CURB
CLEAR ‘
POLE
STREET

12" MIN.

HANDRAIL

& CURB

3"+ 1" HIGH

/- WHEEL GUIDE

48" MIN. CLEAR

(¢ ) WHEEL GUIDE

3" £ 1" HIGH

ANy

GUIDE RAIL
CENTERED AT
3"+ 1" HIGH

GUIDE RAIL DETAIL

TO SUIT
DESIGN

WHEEL GUIDE DETAIL

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-27—RAMPS AND SIDEWALKS



NOTE: 2

MAXIMUM HORIZONTAL
DISTANCE OF EACH
RAMP AND RUN VARY

NOTE: 2

MAXIMUM HORIZONTAL
DISTANCE OF EACH
RAMP AND RUN VARY

722 W

oEE NO’VE 2

NOTE: 1

WHEN DOOR SWINGS
ONTO LANDING 42" MIN.
PLUS DOOR WIDTH

60" MIN.
WHEN NO DOOR SWINGS
ONTO LANDING —\

/%(

TOP PLATFORM

INTERMEDIATE LEVEL PLATFORM

BOTTOM LEVEL PLATFORM

(a) STRAIGHT RAMP RUN

NOTE: 1

WHEN DOOR SWINGS
ONTO LANDING 42" MIN.
PLUS DOOR WIDTH

60" MIN.
WHEN NO DOOR SWINGS
ONTO LANDING

oEE NOTE 2

TOP PLATFORM
INTERMEDIATE LEVEL PLATFORM

(b)RAMP WITH T

INTERMEDIATE TURNING PLATFORM

/%

—

RV

URNING PLATFORM

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-38—RAMP DIMENSIONS



* WHEN DOOR SWINGS WHEN NO DOOR

ONTO LANDING - SWINGS ONTO
42" MIN. PLUS DOOR LANDING ——
WIDTH ot .

’*/'
80"y

/

NOTE: MAXIMUM HORIZONTAL DISTANCES
OF EACH RAMP AND RUN VARY.

(a) RAMP WITH INTERMEDIATE SWITCH BACK PLATFORM

24" MIN. EXTERIOR AND *
18" MIN. INTERIOR BEYOND

THE STRIKE EDGE OF A

GATE OR DOOR ON THE N

SIDE TOWARD WHICH IT 1y

SWINGS

DOOR WIDTH PLUS 42"

60" MIN.

—

(b) RAMP LANDING AT DOORWAY

THESE DIAGRAMS ILLUSTRATE THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND ARE INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-39—RAMP LANDING AND DOORWAY



68" MIN.

Z| =z
= =
* ALTERNATE LOCATION b 3
OF PANEL WITH SIDE-
OPENING DOOR *
36" MIN.

(a) SIDE OPENING DOOR

_-- ADDED DIMENSION LINE

80" MIN. --

Z| =
=| =
53
* ALTERNATE LOCATION
OF PANEL WITH CENTER- N
OPENING DOOR B ,_.-ih
- || T = l__
36" MIN.

(b) CENTER OPENING DOOR

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-40A—MINIMUM DIMENSIONS OF ELEVATOR CARS



5/8" MIN. NUMERAL HEIGHT 3/4" MIN.

BUTTON DIA.
PLACE STAR
ON LEFT ALONG- 1
SIDE OF MAIN EXIT
FLOOR NUMBER Q 6 O
4 : 3/8" MIN.
7 '] Q 2 O * SEPARATION
oPeN cLose DOOR CLOSED
DOOR OPEN {l} Q Q
ALARM sTop EMERGENCY STOP
EMERGENCY / \ O @Q (OCTAGONAL SYMBOL
ALARM e SHALL BE RAISED BUT
- = THE ‘X’ IS NOT)
8|3

(a) ELEVATOR CONTROL PANEL DETAIL

CONTROL PANEL
SEE (a) AN

RAIL

secece
secece

1-1/2"
MIN.

54" MAX. FOR
39"

SIDE APPROACH

48" MAX. FOR
FRONT APPROACH
35" MIN.

(b) MAXIMUM INSTALLATION HEIGHTS ABOVE CAB FLOOR

THIS DIAGRAM ILLUSTRATES THE SPECIFIC REQUIREMENTS
OF THESE REGULATIONS AND IS INTENDED ONLY AS AN AID
FOR BUILDING DESIGN AND CONSTRUCTION.

FIGURE 11B-40B—ELEVATOR CONTROL PANEL





